
Go the distance with Fluke.

Introducing Fluke 416D and 411D 
Laser Distance Meters.

Distributor brochure

Your customers “go” with  
Fluke for rugged and reliable 
Thermometers, DMMs,  
Thermal Imagers, Electrical 
Testers, Power Quality and 
Scopemeter™ Test Tools.

Question:  Where can Fluke  
  possibly go from here?  

Answer:  The distance.
Partner with Fluke to go the distance. Now you can 
offer your customers two Laser Distance Meters from 
a brand synonymous with quality and rugged reli-
ability. Fluke has extensively researched and tested 
the demand for this category and found:
•	 Very	few	of	your	customers	that	need	laser	 

distance meters are familiar with them. This 
means a big opportunity for your business.

•	 Purchase	is	much	more	likely	if	the	customer	is	
a Fluke user already. These are our shared best 
customers!

•	 The	Fluke	laser	distance	meters	are	priced	to	
maximize “impulse” purchases by customers that 
encounter them for the first time in a store or 
catalog and immediately understand their money-
making value in efficiency and accuracy. Point-of-
purchase displays from Fluke increase this buying 
pattern even more.

Important data
US annual laser distance meter market size: 

• Over 200,000 units 

Reason to buy Fluke Laser Distance Meters

• Price advantage

• Competitive edge and easy-to-use

• Reliability and durability

• Fluke brand

Fluke. Keeping your world 
  up and running.®

Fluke Corporation
PO Box 9090, Everett, WA USA 98206

Fluke	Europe	B.V.
PO Box 1186, 5602 BD
Eindhoven, The Netherlands

For more information call:
In the U.S.A. (800) 443-5853 or
Fax (425) 446-5116 or
Europe/M-East/Africa (31 40) 2675 200 or 
Fax (31 40) 2 675 222 or
Canada (800) 36-FLUKE or 
Fax (905) 890-6866 
Other countries (425) 446-5500 or 
Fax (425) 446-5116 
Web access: http://www.fluke.com

©2008 Fluke Corporation.
Specifications subject to change without notice.
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Modification of this document is not permitted  
without written permission from Fluke Corporation.

Fluke Corporation
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Items Description Literature Code Items Description Literature Code

Data Sheet Family product 
data sheet 
containing 
general product 
information as 
well as detailed 
specifications

3028711 Application 
Note

Application Note, 
Features 101 ways 
to use a laser 
distance meter

3361276

Sell Sheet Includes feature 
benefits and 
explains why 
laser technology 
is better than 
ultrasonic

3360901 Direct 
Mailer

Print and mail this 
brochure to your 
list of customers; 
native art files are 
on the product 
launch CD

3033111

Product ordering information: To order Fluke products, please fax purchase orders to 1.425.446.5844, 
call 1.800.752.5717 for questions regarding orders. Order status inquiry is available on the Fluke Partner 
Portal. Please refer to the instructions above to register for access to the Partner Portal.

Product ordering information

Tools to help you sell

Model # Item # Description Single product  
package dimensions

Weight Country 
of origin

UPC code U.S. list 
price

H L W

FLUKE-411D 3326414 LASER DISTANCE METER, 
30M/100FT MAX

5.72 cm  
(2.25 in)

27.3 cm  
(10.75 in)

17.15 cm  
(6.75 in)

.2652 kg 
(.5850 lb)

Hungary 0 95969 46738 4 $109.00

FLUKE-416D 3326423 LASER DISTANCE METER, 
60M/200FT MAX

5.72 cm  
(2.25 in) 

27.3 cm  
(10.75 in)

17.15 cm  
(6.75 in) 

.2646 kg 
(.5830 lb)

Hungary 0 95969 46739 1 $229.00

Technical Data

Fluke 416D and 411D 
Laser Distance Meters

The compact and handy Fluke laser 
distance meters were designed for 
indoor and limited outdoor applica-
tions. Both models are simple to 
operate, with the Fluke durability 
and quality you expect. And, with 
shortcut keys for addition, subtrac-
tion, area, and volume, measure-
ments could not be simpler.

The extra bright laser is clearly 
visible so you can always see your 
targeting point even if the target 
object is in a hard-to-reach spot, 
or a long distance away. These 
units have a large LCD screen and 
buttons positioned for one-handed 
measurements.

Professional-grade 
distance measuring 
tools that are fast, 
easy to use, and fit 
in your pocket.
The Fluke laser distance 
meters use the most 
advanced distance mea-
suring technology. These 
meters are fast, accurate,  
durable, and easy to use—
just point and shoot. Their 
simple design and easy 
one-button operation 
means you spend less time 
measuring while increasing 
the reliability of the answers 
that you need.

Features and benefits
Both meters offer:
 Reduction of estimation errors, 
saving both time and money

 The most advanced laser tech-
nology for distance measurement

 Instant measurement with  
one-button operation

 Easy targeting with bright laser
 Quick calculation of area  
(square footage) and volume 

 Easy addition and subtraction  
of measurements

 Improved battery life from  
automatic shut-off feature

 Pythagoras calculation for deter-
mining distance indirectly from 
two other measurements

 Pouch with Fluke logo
 Two-year warranty

The 416D additionally offers: 
 Improved visibility with backlit, 
three-line display

 Ability to measure up to 60 m 
(200 ft)

 Enhanced Pythagoras calculation 
for determining distance indi-
rectly from three other measure-
ments

 Audible feedback of on and  
off modes

 Storage of the last ten measure-
ments for quick recall of distance

 Minimum and Maximum function
 Strong environmental protection 
with IP54 (water spray and dust 
proof) sealing

       

Why the Fluke 416D, 411D?

Target Customers:
Electricians (industrial and commercial), HVAC  
and IAD technicians, plant mechanical maintenance 
personnel, plant engineers, lighting technician and 
installers, wirer pullers (electrical and networking), 
network managers, plant managers, building manag-
ers, electrical and HVAC job estimators, HVAC duct 
installers, production line maintenance and installers, 
office space managers, contractors, and anyone who 
needs to take measurements.

Target Industries:
Plant maintenance, building maintenance, commer-
cial, HVAC/R, IAD (Indoor Air Diagnostics) electrical 
contractors, manufacturing facilities, process facilities,  
power plants, pharmaceutical plants, printing plants, 
automotive assembly  plants, refineries, steel mills 
and other metal manufacturing plants, defense 
contractors, university maintenance, hospital mainte-
nance, and anywhere measurements are taken.

Use Fluke laser distance meters to quickly and 
accurately determine the distance to your target 
object, the area bounded by two distances, or 
the volume within three measurements:

 Reduce estimation  
errors saving time  
and money

 Instantly measure  
with one-button  
operation

 Quickly calculate  
area (square feet)  
and volume

 Easily perform  
addition and subtraction of measurements

Laser distance meters are better than ultrasonic 
devices because they use a laser to emit light 
waves and measure their reflection to accurately 
determine distances.

 Most advanced technology for measuring   
distances

 Much more accurate and reliable, and measure 
longer distances

 Confidently measure up to 60 m (200 ft) with  
1.5 mm (1/16 in) accuracy (416D)

The ruggedness and reliability that customers 
expect from Fluke

Two NEW professional-grade laser 
distance meters from Fluke—they’re fast, 
easy to use, and they fit in your tool belt.  
These meters will save you time and money by  
reducing measurement time and errors!
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Why consider new laser  
distance measurement technology?

  Speed. Instant 
measurements with 
the touch of a button.

 Accuracy. Up to  
± 1.5 mm (1/16 in).  
No tape bending.

 Solo. No buddy 
needed to hold the 
other end.

  Safety. Measure areas 
you may not be able  
to safely access.

 Easy. Measure difficult 
areas like false 
ceilings or overhead 
equipment.

 Range. Measuring up 
to 60 m (200 ft) is just 
as easy as measuring 
4.5 m (15 ft).

What would you do, if you had a laser distance 
meter to measure distance, instead of a regular 
measuring tape or wheel?
The Fluke 416D and 411D laser distance meters measure distance to a 
target up to 60 m (200 ft) away using the unit’s laser spot, and can do a 
quick calculation of area (square feet/meters) and volume. Accuracy is 
up to 1.5 mm (1/16 in).

Fluke asked users for ideas on how to use a laser distance meter, and 
got back quite a few. We’ve collected 101 of the best.

Facilities: Layout
 1. Provide accurate estimates 

for bidding out work (HVAC, 
electrical, cable, main-
tenance). Measure distances, 
area, and/or volume.

 2. Measure height or width of 
buildings  and other objects, 
by triangulation if needed.

 3. Verify CAD drawings for as-
builts and design drawings.

 4. Determine how square a 
room or object really is, or 
whether the sides are com-
pletely parallel.

Application Note

F r o m  t h e  F l u k e  D i g i t a l  L i b r a r y  @  w w w. f l u k e . c o m / l i b r a r y

101 applications for  
laser distance meters

 5. Lay out parking lots.
 6. Verify that new construction 

satisfies usage requirements.
 7. Determine footprint of equip-

ment or office cubicles to be 
installed, to aid in layout.

 8. Create as-built building 
dimensions where no blue-
prints are provided.

 9. Calculate total internal floor 
space/volume of a room or 
building.

10. Measure distances over areas 
where obstacles in the way 
disallow the use of measur-
ing tapes or wheels.

Facilities: Cranes
11. Measure distances on roof   

to quote on crane lift  
needed for rooftop equip-
ment replacement.

12. Measure ceiling height to 
determine equipment needed 
for access.

13. Quickly calculate length of 
wire rope needed for cranes.

14. Set up collision detection for 
cranes without pulling tape 
and using two people and 
two aerial lifts.

15. Measure spans on runways 
for cranes.

To order literature, fax 206.340.8005 or email your order to flukeliterature@dcgwest.com



The Fluke laser distance  
meters tools are the latest 
in measurement technology. 
The meters are fast, accurate, 
durable, and easy to use—just 
point and shoot. These profes-
sional-grade measuring tools 
feature a simple design and 
easy one-button operation, so 
you spend less time measuring, 
while reducing costly errors.

Fluke designed these  
compact and handy Fluke laser 
distance meters for indoor, and 
limited outdoor, applications. 
Both models are simple to  
operate, with the Fluke dura-
bility and quality you expect. 
And, with shortcut keys for  
addition, subtraction, area 
(square feet), and volume, 
measurement calculations could 
not be simpler. The extra bright 

laser is clearly visible so you 
can always see your targeting 
point even if the target object 
is in a hard-to-reach spot, or 
a long distance away.  These 
units have a large LCD screen 
and buttons positioned for one-
handed measurements. 

Free POP offer: Take advan-
tage of our point-of-purchase 
display unit offer. Get a free 
point-of-purchase display 
when you order any three 
stocking units to help your 
customers experience these 
great products first hand and 
increase your sales on the spot!

- Electrical

• Lighting spacing and 
locations

• Equipment power box 
locations

• Conduit lengths
• Wire lengths
• Power drop spacing

- Plant Management 
(Industrial)

• Equipment layout
• Piping/exhausts/ventilation
• Equipment installation
• Conduit layout and  

installation

- HVAC

• Air ventilation and ducting
• Equipment position
• Air volume calculations
• Hot/cold water piping
• Wire length
• Duct sizing

- Tenant Space

• Space layout
• Lighting spacing
• Floor plan layout

Laser Distance Meters  
416D and 411D

The Fluke Laser Distance Meters can be used  
in multiple applications...

Two models for measuring up to 60 m  
(200 ft) with up to 1.5 mm (1/16 in) accuracy.

For more information visit:  
www.fluke.com/distance

 Support to help you sell…

Point-of-purchase (POP) display: Order any three units to 
receive a free POP display

Presence at regional and national trade shows: Demo units 
and large tradeshow booth graphics to be featured at several 
upcoming trade shows such as NECA, IFMA and Rockwell

Print advertising: Ads placed in publications such as EC&M, 
Electrical Contracting, NED, Plant Services and ACHR - The 
News for a total of 1.6 million impressions.

Web advertising: Search engines will deliver several  
thousand impressions monthly.

www.fluke.com: More than 150,000 user visits per month.

Fluke News: Application information and product brochures 
with a circulation of over 225,000 potential customers.

FlukePlus: The Fluke loyalty program with 20,000 members.

Public relations: Press tour including in-person meetings 
with 35 editors at key trade publications in the electrical, 
HVAC,	and	industrial	segments.

Articles in trade publications: Editorial reviews in key 
trade	publications	targeted	to	electrical,	HVAC,	and	industrial	
industries.

Email blast to over 100,000 Fluke customers.

Buy three Fluke distance meters 
and get a free point-of-purchase 
display while supplies last!


